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1   QUAD Fiber - 4K-HD Colorization - Enhanced Digital Imaging.
 

2   100% Sand - Rounded - Kiln Dried - 20 - 40 Mesh (other options available).
           Note: Requires pad for sports applications.

3   TITANIUM SHIELD BACKING SYSTEM
     Our premier backing system includes multiple layers for long lasting play and performance.
        3A.  Woven 13-Pic Polybac to secure fiber retention.
        3B.  Non-Woven 80-Gram Colbond affords maximum dimensional stability.
        3C.  Woven 5-PIC synthetic layer to enhance seaming properties.
      
4     Premium grade urethane coating to ensure a superior tuft bind.
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Printed colors only approximate the actual fiber colors.  Physical fiber samples are available upon request. Custom 
colors may also be available, additional charges and minimum quantities may apply to non-standard colors.
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TN80 FEATURESTN80 FEATURES

TN80
The TN80 surface is engineered for non-infill and 
sand infill applications. When the TN80 is used 
for contact sports applications it requires a pad.

SPECIFICATION GRASS ZONE PRODUCT SPECIFICATIONS: TA8025APSN
FIBER TRUE FIBER GRASS ZONE: 80 oz. y2 / 2.71 kg m2 

FIBER HEIGHT 1.0 INCHES / 25 MM BACKING: 8 oz. y2 / 0.27 kg m2

FIBER DENIER 10,800 DENIER / 12,000 DTEX URETHANE BACKING: 26 oz. y2 / 0.88 kg m2

FIBER MICRONS 350 TOTAL SYSTEM WEIGHT: 114oz y2 / 3.87 kg m2

FILAMENT STRUCTURE COMPOSITE               STANDARD COLOR: 4KHD
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* These specifications are standard and may vary slightly due to manufacturing tolerances or consumer specifications.


